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Intertek Testing Services Taiwan Ltd. 
5F, No. 423, Ruiguang Road, Neihu District, 
Taipei 114, Taiwan  
Tel:  (+886-2) 6602 2888 
Fax: (+886-2) 6602 2415 

Test Verification of Conformity 
 

This Verification is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are 
limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense 
or damage occasioned by the use of this Verification. Only the Client is authorized to copy or distribute this Verification. Any use of the Intertek name or one of its marks for the 
sale or advertisement of the tested material, product or service must first be approved in writing by Intertek. The observations and test results referenced from this Verification 
are relevant only to the sample tested. This Verification by itself does not imply that the material, product, or service is or has ever been under an Intertek certification program. 
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On the basis of the referenced test report(s), sample(s) of the below product have been found to comply with the 
harmonized standards and Directives listed on this verification at the time the tests were carried out.  Other 
standards and Directives may be relevant to the product.  

Once all product relevant 
 

  mark directives are verified in compliance, the manufacturer may indicate 
compliance by signing a Declaration of Conformity themselves and applying the mark to product identical to the 
test sample(s) if the product complies with all relevant CE mark Directives requirements. 

Applicant Name & Address:  PROSCEND Communications Inc. 
2F, No. 36, Industry E. RD. IV, Hsinchu Science Park, Hsinchu, Taiwan 

Product Description:  VDSL2 LAN Extender with 4 Gigabit Ethernet Ports 
Ratings & Principle 
Characteristics: 

1. DC 12 V from adapter 
2. DC 96 V over RJ45 
3. Class A device 

Models:  101MI, 101MI‐TB, 101MI‐RP, 101MI‐POE 
Brand Name:  Proscend 
Relevant Standards/ 
Specifications/Directives: 

EN 55022: 2010+AC: 2011 
EN 61000‐3‐2: 2006+A1: 2009 +A2: 2009  
EN 61000‐3‐3: 2013 
EN 55024: 2010 
EN 300 386 V.1.6.1 
 

NOTE: The equipment covered by this document is subject to mandatory 
compliance with ‐ the European EMC Directive, 2004/108/EC. 
 

Verification Issuing Office:  Intertek Testing Services Taiwan Ltd. 
No. 11, Lane 275, Ko‐Nan 1 Street, Chia‐Tung Li, Shiang‐Shan District, 
Hsinchu City, Taiwan 

Date of Tests:  Nov. 07, 2014 ~ Dec. 22, 2014 
Test Report Number(s):  141100015TWN‐001 

 

This verification is part of the full test report(s) and should be read in conjunction with them. 


